" INSTALLATION INSTRUCTION
N & W 7 $2702585 - BLACK MESH BRUSH GUARD KIT
EMmopar e scosnmsa
ACCESSORIES 81204503 RAM HEAD STONE GUARD KIT

B . FIGURBI1

1) REMOVE ONE (1) TORX HEAD SCREW WITH A T!5 DRIVER. R :
2) INSTALL ONE (I) ATTACHMENT KNOB ONTO THE SCREW AS-SHOWN IN FIGURE 1. i a =
SCREW AND ATTACHMENT KNOB TO THE LAMP UNIT. DO NOT OVERTIGHTEN-AS EXCESSIVE

3) INSTALL , : (
TIGHTENING TORQUE WILL ENLARGE THE ATTACHMENT KNOB, INCREASING THE INSTALLAZION

AND REMOVAL EFFORT REQUIRED FOR THE COVER. :
4) REPEAT STEPS 1-3 FOR THE REMAINING TWO (2) SCREWS. ] s

INS.'FALL THE BLACK MESH BRUSH GUARD COYERBY ALIGNING fI‘HB TOP MOUNTING HOLE (n_mkcd as TOP) TO
THE TOP ATTACHMENT OF THE LAMP. SQUEEZE THE COVER ONTO THE LAMP. REPEAT FOR 'l‘l-IB_RBMAINING

TWO (2) MOUNTING HOLES ON THE COVER. :
JEE 3 . : - . , . ! . .

INSTALL THE STONBE GUARD BY ALIGNING THE WORD “JEEP” HORIZONTALLY OR THE RAM HEAD .
VERTICALLY. NEXT, ALIGN THE TOP MOUNTING.HOLE OF THE COVER TO THE TOP ATTACHMENT KNOB OF
THE LAMP. SQUEEZE THE COVER ON TO THE LAMP, REPEAT FOR THE REMAININ G TWO (2) MOUNTING HOLES



